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Abstract 

Purpose Parameterization refers to the practice of presenting 
Life Cycle Assessment (LCA) data using raw data and formu¬ 
las instead of computed numbers in unit process datasets within 
databases. This paper reviews parameterization methods in the 
European Reference Life Cycle Data System (ELCD), ecoin- 
vent v3, and the US Department of Agriculture's Digital Com¬ 
mons with the intent of providing a basis for continued 
methodological and coding advances. 

Methods Parameterized data are reviewed and categorized 
with respect to the type (raw data and formulas) and what is 
being represented (e.g., consumption and emission rates and 
factors, physical or thermodynamic properties, process effi¬ 
ciencies, etc.). Parameterization of engineering relationships 
and uncertainty distributions using Smirnov transforms (a.k.a. 
inverse transform sampling), and ensuring uncertain individual 
fractions (e.g., market shares) sum to the total value of interest 
are presented. 

Results Seventeen categories of parameters (raw data and 
formulas) are identified. Thirteen ELCD unit process datasets 
use 975 parameters in 12 categories, with 124 as raw data 
points and 851 as formulas, and emission factors as the most 
common category of parameter. Five additional parameter 
categories are identified in the Digital Commons for the 
presentation and analysis of data with uncertainty information, 
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through 146 parameters, of which 53 represent raw data and 
93 are fonnulas with most being uncertainty parameters, 
percentages, and consumption parameters. 

Conclusions Parameterization is a powerful way to ensure 
transparency, usability, and transferability of LCI data. Its use 
is expected to increase in frequency, the categories of param¬ 
eters used, and the types of computational methods employed. 

Keywords Data • Databases • LCA • Parameterization • 
Uncertainty 

1 Introduction 

Parameterization refers to the practice of presenting Life 
Cycle Assessment (LCA) data using raw data and formulas 
instead of computed numbers in unit process datasets within 
databases. Whereas it has been common practice to use 
computational models to develop unit process data for some 
time, recent efforts move computations from supporting 
documentation to within the datasets themselves. 

Consider, for example, the raw data and fonnulas used by 
Birkved and Hauschild (2006) to prepare estimates of the 
fractions of a pesticide emitted to soil, surface water, and 
ground water for use in a unit process dataset representing 
crop production. These three model results can simply be 
reported in unit process datasets within a database, which has 
been the traditional approach. If instead a parameterized unit 
process dataset was to be prepared, the raw data (e.g., phys¬ 
ical-chemical properties and fate parameters) and formulas 
(e.g., relationships accounting the primary distribution and 
the secondary distributions on plants, topsoil, and below the 
topsoil layer) used by Birkved and Hauschild would be 
coded in the dataset, providing a wide range of review and 
analysis capabilities. Using an example provided by Birkved 
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and Hauschild, the temporal variation of emission fractions 
can be assessed when the dataset is used in an inventory with 
those of other unit processes within an inventory. Further, 
sensitivity analysis can be based on a variation of the model 
input parameters to reveal their influence on the modeled 
emission fractions within the context of the overall inventory 
and impact assessment. Thus, the benefits of data parame¬ 
terization are transparency (raw data and computations can 
be clearly documented and reviewed), enhancement of the 
potential to represent process variants (e.g., variations in load, 
process efficiency, etc. can be represented), and enhancement 
of interpretation capabilities (e.g., sensitivity analysis can be 
performed to the level of internal variables; results can be 
interpreted as a function of time). 

Parameterization has been used within software such as 
GaBi and SimaPro for some time. It is currently supported by 
the European Reference Life Cycle Data System 1 (ELCD) 
through the International Reference Life Cycle Data System 
(ILCD) data format and will be supported in the upcoming 
version of the ecoinvent database (v3) 2 3 through the EcoSpold 
v2 format. In the EcoSpold v2 data format, parameterized data 
are included in the flow data category. The description of 
each parameter and its units are specified in separate XML 
files that are referenced in the main section via a Universally 
Unique Identifier (UU1D). Parameter names must start with a 
letter, can only include characters (a-z), numbers (0-9), and 
underscores (_) and are not case sensitive (i.e., varl is inter¬ 
preted the same as VAR1). At a minimum, only the parameter 
name, the UUID for the parameter identification file, and an 
amount are required. However, further information such as the 
parameter units, parameter name, equation, uncertainty infor¬ 
mation, and comments can be included (see Table SI, 
Electronic Supplementary Material). Uncertainty information 
recognizes eight distribution types (beta, binomial, gamma, 
lognormal, normal, triangular, uniform, and undefined), some 
descriptive statistics for each distribution, and the unbiased 
variance of the underlying normal distribution as related to 
uncertainty based on a pedigree uncertainty (Weidema et al. 
2011 ). 

In the ILCD data fonnat, parameterized data falls under the 
‘Mathematical Relations’ category (Joint Research Center 
2010). Parameterized data in ILCD have more required fields 
than EcoSpold v2 (see Table SI, Electronic Supplementary 
Material), adding the name of the parameter, fonnula, mean 
value, and comments/units/defaults as well as a description of 
the model and use advice (see Table S2, Electronic Supple¬ 
mentary Material). In comparison to EcoSpold v2, ILCD 
parameter units are specified as comments rather than in 
a specific units data field; only five uncertainty distributions 


1 Available at http://lca.jrc.ec.europa.eu/lcainfohub/datasetArea.vm. 

2 Available at http://www.ecoinvent.ch/. 

3 From http://www.ecoinvent.org/ecoinvent-v3/ecospold-v2/. 


are recognized (normal, lognormal, triangular, uniform, and 
undefined); and descriptive statistics are further limited. 

Currently, only the ELCD database contains publicly avail¬ 
able parameterized inventory datasets (ecoinvent v3 is to be 
released in 2012). Parameterization relationships in ELCD 
represent a wide range of engineering relationships for analysis 
at the inventory level. Datasets being prepared for the LCA 
Digital Commons 4 also represent a wide range of engineering 
relationships but also use parameterization to represent uncer¬ 
tainty distributions not currently supported by the ILCD and 
EcoSpold formats and balance relationships to ensure that 
fractions sum to totals (e.g., the use of market shares) during 
uncertainty and sensitivity analyses. The LCA Digital Com¬ 
mons is an open access database and toolset being built by 
researchers at the University of Washington, sponsored by and 
in partnership with the United States Department of Agriculture 
(USDA) National Agricultural Library. 


2 Parameterization of engineering relationships 
in ELCD 

In ELCD, 13 parameterized ELCD unit processes 5 represent 
transportation services (10 datasets), excavators (two datasets), 
and wastewater treatment (one dataset). Combined, these data¬ 
sets (see Table S3, Electronic Supplementary Material) include 
a total of975 parameters, of which 124 represent raw data (i.e., 
numbers which should be traceable to documentation of how 
they were derived) and 851 represent formulas based on raw 
data and other parameters (i.e., numbers are derived within the 
unit process dataset). 

A review of the 13 datasets allowed 12 categories of 
parameters to be identified: 

1. Concentration Parameters: abundance of a constituent 
divided by the total volume of a mixture. 

2. Consumption Factor Parameters: resource consumption 
per physical property. 

3. Consumption Rate Parameters: resource consumption 
per time. 

4. Consumption Result Parameters: resource consumption 
per the reference flow. 

5. Emission Factor Parameters: emission per physical 
property or properties. 

6. Emission Rate Parameters: emission per time. 

7. Emission Result Parameters: emission per the reference 
flow. 

8. Physical or Thennodynamic Property Parameters: a mea¬ 
surable property with a value that describes a physical or 


4 See http://www.lcacommons.gov/. 

5 See http://lca.jrc.ec.europa.eu/lcainfohub/datasetArea.vm. 
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thermodynamic state (e.g., mass, volume, density, length, 
work, and heat). 

9. Process Efficiency Parameters: process resource use or 
conversion per throughput. 

10. Process Rate Parameters: process resource use or con¬ 
version per time. 

11. Percentage Parameters: market share, consumption 
mix, or production mix. 

12. Balance Parameters: ensures a set of market shares, 
consumption mixes, or production mixes balance to 
represent 100 % of a total amount. 

Parameters in the categories “Consumption Result Param¬ 
eters” and “Emission Result Parameters” are ultimately unit 
process exchanges, specifically flows from the technosphere 
and to nature. 

Example parameters in each category and a count of raw 
data and formulas are presented in Table S4 and Table S5 in 
the Electronic Supplementary Material. Although this count 
is certainly a function of the types of processes modeled, the 
vast majority are emission factors represented by formulas 
(699 out of the 975 parameters) and used to estimate 82 
parameters in the emission results category. Further, where¬ 
as parameters in the concentration, consumption rate, 
process efficiency, and percentage categories are repre¬ 
sented only by raw data, parameters in the consumption 
factor and result, emission result, and balance categories are 
represented only by formulas. This leaves parameters in the 
emission rate, physical or thermodynamic property, and 
process rate categories as mixing the use of raw data and 
formulas. 

The number of parameters in each formula ranges from 1 to 
10 with 2 being the most common. Although formulas in the 
13 datasets use only basic operators (addition (+), subtraction 
(-), multiplication (*), division (/), and exponentiation ( A )) 
and if statements (i.e., if(6;x;yj returns x if b evaluates to true 
and y if false), ILCD currently accepts a total of two constants 
(e and n), 16 operators, and 42 functions (e.g., absolute value, 
trigonometric functions, logical, and mean, average, mini¬ 
mum, maximum, logarithms, and more). 6 Notably, the vast 
majority of the formulas used are linear equations, using only 
addition, subtraction, multiplication, and division. 

In the 13 datasets, parameters tend to be given semide- 
scriptive names (e.g., sulphur_ppm is a parameter represent¬ 
ing the concentration of sulfur in diesel fuel). Also, because 
parameter names are sometimes repeated in different unit 
process datasets (e.g., sulphur_ppm is used in both excavator 
and the mining truck unit process datasets), it appears that 
inventory code using these data must separately solve unit 
process formulas prior to aggregating the data to the inventory. 


6 Based on personal communication with Michael Srocka of Green 
Delta TC (http://greendeltatc.com/index.html) on June 10, 2011. 


3 Parameterization of uncertainty information 
in the Digital Commons 

Given the uses of parameters in the 12 categories as developed 
for the ELCD data, the Digital Commons also uses parame¬ 
terization to represent probability distribution functions not 
currently supported by the ILCD and EcoSpold formats. Flere, 
Commons data representing the production of spring wheat 
(excluding durum) in Washington State in 2009 are used as an 
example, with the main data source being the annual USDA 
Agricultural Resource Management Survey (ARMS 7 ). A por¬ 
tion of the example dataset representing the use of synthetic 
nitrogen fertilizers is provided in the supplemental informa¬ 
tion (see Table S6 and S7, Electronic Supplementary Material). 
For this subset of the entire unit process data, there are 146 
parameters of which 53 are raw data and 93 are fonnulas. Also, 
five additional parameter categories are used: 

13. Consumption Parameters: un-normalized resource 
consumption. 

14. Conversion Factors: used to convert a measured quantity 
to a different unit of measure without changing the rela¬ 
tive amount. 

15. Emission Parameters: un-normalized emissions. 

16. Production Parameters: un-normalized production of 
product. 

17. Uncertainty Parameters: data or formulas needed to 
represent uncertainty such as relative standard error 
(RSE), probability, and random numbers for representing 
uncertainty distributions. 

Of the 146 parameters, 27 parameters are categorized as 
consumption parameters, two as consumption factors, 14 as 
consumption results, two as conversion factors, one as a 
physical or thermodynamic property, three as production 
parameters, 38 as percentages, 12 as balance parameters, and 
47 as uncertainty parameters. 

3.1 Representing uncertainty distributions 

For the very wide variety of engineering relationships poten¬ 
tially useful in preparing parameterized unit processes, there 
are the commensurately wide variety of supporting raw data 
and formulas (e.g., variations in feedstock constituents, energy 
metering data, operating efficiency, and emissions monitoring 
data). Such data are likely best described by a variety of 
uncertainty distributions (such as discrete distributions, e.g., 
Poisson, Bernoulli, etc.; continuous distributions, e.g., normal, 
lognormal, Weibull, and Chi-square distributions, etc.; and 
multivariate distributions). Early work by Bjorklund (2002) 
and Fleijungs and Frischknecht (2005) explains uncertainty 
distributions as describing how a parameter can be expected to 

7 Data are available at http://www.ers.usda.gov/Data/ARMS/. 
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deviate from its real value and mention the use of probability 
and frequency distributions (e.g., nonnal or Gaussian, and the 
lognormal distributions), uniform (exact) error intervals, and 
vague error or triangular intervals. Example methods, case 
studies, and issues are reviewed by Reap et al. (2008) and 
Hong et al. (2010). Although more recent LCA research uses 
well-established statistical methods to evaluate parameters 
described by probability and frequency distributions (e.g., 
Birkved and Heijungs 2011; Bojaca and Schrevens 2010; 
Hong et al. 2010; Ibanez-Fores et al. 2011; Rods et al. 2010; 
and Ventura 2011), analyses tend to be modular, such that the 
results of unit process or sublife cycle models are brought into 
an inventory as the resulting flow distributions as opposed to 
automation/sunultaneous parameter analysis in inventory and 
impact assessment. This makes such analyses valuable for the 
single study in which they are performed, but less so for 
widespread use as facilitated by databases. 

Given a desire to represent uncertainty distributions in data¬ 
sets within databases, because the LCA data formats (1LCD 
and EcoSpold) accommodate only beta, binomial, gamma, 
lognormal, nonnal, and uniform distributions, Weidema 8 notes 
that most distributions can be expressed as specific cases of the 
included distributions, and certainly distributions can be trans¬ 
formed. Within this context and as used in stochastic modeling 
techniques (see Huijbregts 1998; Lloyd and Ries 2007), a wide 
range of uncertainty distributions are to be parameterized in the 
Digital Commons as a function of the uniform and normal 
distributions that are available in the LCA data formats. 

For the first Commons data release, Smirnov transforms (a. 
k.a. inverse transform sampling) are used to generate random 
numbers from a continuous probability distribution given its 
quantile (i.e., its inverse cumulative distribution function) and 
based on a uniform distribution on [0,1]. 9 Because the uni¬ 
form distribution is supported by the LCA data formats, 
Smirnov transforms can be used for a very wide variety of 
distributions within a unit process dataset. 

Consider, for example, the ARMS data described by Som¬ 
mer et al. (1998) as a probability-based survey where each 
respondent represents a number of farms of similar size and 
type and the sample data are weighted and expanded to 
represent operations at the state level. According to Kim et 


al. (2004), a delete-a-group jackknife is used to estimate the 
ARMS sample means because the population means are un¬ 
known. Differences between a sample and population mean 
result from nonsampling errors (e.g., related to questionnaire 
design or data processing) and sampling errors (e.g., related to 
sample selection, estimation, or nonresponse adjustments). 
Whereas nonsampling errors cannot be measured directly, a 
sampling error is represented in ARMS as the RSE of the 
expected mean and is also called the coefficient of variation. 

ARMS RSE data are based on a 15- or 30-sample delete-a- 
group jackknife, specifically 30 samples for data collected in 
2009 and 15 samples for data collected prior to 2009. Because 
of these relatively small sample sizes, a Student's 1 distribution 
is an appropriate representation of the ARMS data probability 
density functions (Spiegel et al. 2009). Because the Student's t 
distribution is not supported by the LCA data formats, it is of 
interest in the Commons to represent the Student's t distribu¬ 
tions using parameterization. Given this, the parameterization 
of the Smirnov transforms begins with the quantile described 
by Gleason (2000) as developed by Gaver and Kafadar ( 1984) 
is used here: 

Qt(p',v) « y^vexp(z 2 g(v)) - v (1) 

where p is the probability, y is the degrees of freedom (which 
is 14 for a sample size of 15 and 29 for a sample size of 30 for 
the ARMS data), z p is the inverse standard nonnal distribution 
(mi]), and 

g(v) = (v-1.5)/(v-l) 2 . (2) 

Because the inverse standard normal distribution, z p , is 
not among those available in the current data formats, z p is 
estimated here as a function of the inverse error function 
(erfr 1 ): 

z p « V2-erf~ l {2p- 1). (3) 

Next, because erfr 1 is not among the list of those available 
in the current data formats, erF 1 (2/»-l) is estimated as 
described by Winitzki (2003, 2008): 


erf *(x) 




1/7(1 — X 2 )\ 
) 


1 n {1 — x 2 ) 
a 



ln(l — x 2 )\ 
"~2 ) 


( 4 ) 


8 Personal communication, March 16, 2011. 

9 Specifically, for a continuous variable x with a cumulative distribu¬ 
tion function of F(x), the random variable y=F{x) has a uniform 
distribution on [0, 1], Thus, by passing random numbers on the unit 
interval through the quantile, a sample of a random variable governed 
by the cumulative distribution function is obtained. 


where: 

a= ^~ 3 \ » 0.140012. (5) 

3/r(4 — 7t) v ’ 

Solving Eq. 2 at v= 14 or 29 such that gjV)=0.074 or 
0.035, the resulting parameterization is achieved for each 
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ARMS variable in a manner similar to the example repre¬ 
senting the mass of nitrogen applied in 2009 to Washington 
spring wheat as presented in Table S6 and S7 rows 65-70 in 
the Electronic Supplementary Material and using parameter 
names developed by the ARMS developers. As shown, six 
parameters are used. The first two parameters (RawNITLB 
and RSERawNITLB) are raw ARMS data representing 
the weight of nitrogen applied and its RSE, left in English 
units exactly as downloaded from the ARMS database to 
allow anyone using or reviewing the data to see the original 
values. The next parameter, ptNITLB, represents the 
probability (as in Eqs. 1 and 3) as a uniform distribution 
on [0,1] 10 to be used in the Smirnov transfonn ofz^,. Next, 
zp_t_NlTLB uses Eq. 4 and the result of Eq. 5 to approximate 
z p based on p_t_NITLB and is then used in the approximation 
of the parameter t_NITLB as the Student's t value presented in 
Eq. 1. Finally, NITLB is estimated from the raw data (the 
mean and the RSE) in a manner similar to the estimation of a 
confidence interval at the current t value. Thus in an inventory 
using these data, NITLB is ultimately represented as a 
Student's t distribution with a mean of79.08, a RSE of 6.86 %, 
and a 95 % confidence interval at 79.08±11.08 (for 
p_t_NITLB=0.025 and 0.975) and 

NITLB 95 % e RawJNITLB ^ 1 ± tJNITLB ■ (6) 

Noting that the above formulation overestimates the MS 
Excel T.INV function (returns the left-tailed inverse of the 
Student's t distribution given the probability and degrees of 
freedom) by only 0.23 % from/>=0.01 to 0.99 and 0.37 % for 
/>=0.001 to 0.999 for 14 and 29 degrees of freedom, there are 
certainly other formulations of the Student's t distribution that 
are candidates for parameterization. For example, early work 
was developed by Hill (1970) as Algorithm 396, demonstrat¬ 
ing precision of over six significant figures to his Student's t 
approximation (Algorithm 395) and three or four decimal 
place check values to work that existed at the time. Although 
Algorithm 396 is still in use today, the code was found here to 
be difficult to present within the parametric format of unit 
process datasets. Since Hill published Algorithm 396, exam¬ 
ple continuing work has come from Dawson (1975) who 
reached t values within ±5 % and ±8 % for sample sizes of 
three and four or more and within the range of probabilities 
fromO.l to0.005 and 0.2 toO.OOl and by Koehler (1983) who 
improved upon Dawson's work for sample sizes of nine and 
above. More recently, Shaw (2006) explored relationships for 
even and odd sample sizes and provides very detailed equations 
up to sample sizes of 21 using Newton-Raphson iterations and 

10 Note that ILCD supports the random)) function for the generation of a 
uniform distribution on [0,1] which could be used instead of explicitly 
specifying the unifonn distribution. However, it is not clear if EcoSpold 
v2 will also support random)) and, either way, it must be ensured that the 
distribution is consistently applied within each estimation of z p . 


ultimately limited by machine precision. As in the case of Hill's 
Algorithm 396, Shaw's code was found to be difficult to 
parameterize. 

Given these relationships, note that data with RSE values 
above 1 It will have a lower confidence bound below zero, 
which is not actually possible (e.g., there would not actually 
be a negative area to which fertilizer is applied nor a negative 
amount of nitrogen fertilizer applied). Similarly, if the param¬ 
eter unit of measure is a percentage with a RSE greater than 
(100-/«o /o ) / (tmo /o ) where m<> /o is the mean value of the variable, 
the upper confidence bound will exceed 100 %. To explicitly 
account for these situations in the parameterized dataset, min¬ 
imum and maximum values have been placed on several 
parameters (Table S6 rows 11, 17, 23, 29, 35, 41, 47, 70, 
and 132). Note, however, that this may not be compatible with 
existing data formats and inventory code (e.g., EcoSpold 
recognizes minimum and maximum values only for uniform 
and triangular distributions). 

It is important to note that the above formulation allows 
uncertainty propagation to be studied as described by Hong et 
al. (2010) from a single piece of raw data through impact 
assessment. Reap et al. (2008) describe a best case scenario 
where all input uncertainty can be represented by probability 
distributions, uncertainty can be propagated to outputs using 
well-established techniques, and decision makers can com¬ 
pare statistical differences or expected environmental perfor¬ 
mance. Although such propagation can be expected to be 
computationally intensive, it should not be beyond current 
capabilities and should be worth the effort. 

3.2 Balance relationships under uncertainty 

The ELCD data uses parameters in the percentage parameter 
and balance parameter categories to specify the fraction of 
specific technologies within a group (i.e., market shares) and 
to ensure the fractions sum to the whole. As mentioned in the 
notes below Table S4 in the Electronic Supplementary Material, 
the phrase “Result must be 1!” is provided in the Comments, 
units, defaults data field in the ILCD format, interpreted here to 
mean that inventory code must recognize this requirement. 

In the Digital Commons, to further ensure that the fractions 
sum to the whole and to incorporate consideration of uncer¬ 
tainty in the fractions themselves, two alternative percentage 
balance approaches are used. In the first type, the percentage 
raw data are accompanied by a RSE. Successive if statements 
are used to balance the set to ensure the total does not exceed 
100 % as each data point is varied over its distribution. In the 
second type, the percentage raw data are represented by a most 
likely value (sometimes with an underlying distribution) that 
is assigned a triangular distribution bounded by zero and 
100 % as a subjective description of a population represented 
by the modal value. Again using successive if statements, the 
full set of percentages is balanced so that as each parameter is 
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varied over the triangular distribution and the set does not 
exceed 100 %. In both cases, the balance parameters are then 
combined with the raw data to represent the final value of 
interest. Note that success of this formulation is dependent 
upon a sufficient number of samples considered to ensure 
individual parameters are not biased. 

The first type of balance is demonstrated for the mix 
of nitrogen fertilizer application technologies (with the 
raw data in Tables S6 and S7 rows 18-47 and the 
balance equations in rows 48-52). The total set of 
application technologies are no broadcast and broadcast 
with and without incorporation as all nitrogen fertilizer 
or mixed formulations. The second type of balance is 
demonstrated for the type of synthetic nitrogen fertilizer 
applied (with the raw data in Tables S6 and S7 rows 
78-109 and the balance equations in rows 110-116) and 
adding data from the USDA's Economic Research Services' 
national level data on fertilizer use 11 and the nitrogen context 
of synthetic nitrogen fertilizer from the Natural Resources 
Conservation Service's Nitrogen Fertilizer Guide. 1 " All are 
a function of N1T LB (the total pounds of synthetic nitrogen 
fertilizer applied as A as a Student's t distribution), with the 
total set of synthetic fertilizers being anhydrous ammonia, 
aqueous ammonia, ammonium nitrate, ammonium sulfate, 
nitrogen solutions (mixtures of urea and ammonium nitrate 
in aqueous or ammoniacal solution a.k.a. URAN), sodium 
nitrate, urea, and other nitrogen fertilizers. The nitrogen con¬ 
tent of “other nitrogen fertilizers” is represented as those not 
already accounted for and listed in the Nitrogen Fertilizer Guide 
(specifically as ammonium thiosulfate, monoammonium phos¬ 
phate, diammonium phosphate, calcium nitrate, and potassium 
nitrate) with the most likely value as the average. 

4 Discussion and conclusions 

From a review of the use of parameterization in ELCD and the 
Digital Commons, 17 categories of parameters are identified 
with examples revealing the roles of raw data and formulas. 
Categories represent the variety of data types used, capturing 
production, consumption, and emissions relationships; stream 
constituents; technology use; and conversion factors and 


11 These data are available at http://www.ers.usda.gov/Data/FertilizerUse/, 
and note that geographic specificity is national, thus a larger area than is 
intended to be represented by the Washington State unit process data, and 
thus having lower data quality for geographic representativeness. 

12 These data are available in Section 9 of 22 (9e—Nitrogen Fertilizer 
Guide) at http://www.nm.nrcs.usda.gov/technical/handbooks/iwm/ 
NM_IWM_Field_Manual/Section09/9e-Nitrogen_Fertilizer_Guide.pdf 
and assuming “nitrogen solutions” can be represented as “mixtures of 
urea and ammonium nitrate in aqueous or ammoniacal solution” (URAN) 
as inferred from the Harmonized Tariff Schedule code at http://www. 
ers.usda.gov/Data/FertilizerTrade/documentation.htm. 


physical and thermodynamic properties. The review revealed 
the following be considered: 

• Entering parameter names, raw data, and formulas in the 
form that they appear in the original data source aids in 
transparency and data review. 

• It is useful to ensure descriptive parameter names (e.g., 
NITLB instead of A). 

• Computational instructions in comment fields should be 
avoided (e.g., the use of the phrase “Result must be 1!” 
is provided in the ILCD Comments, units, defaults data 
field) as it is not clear that inventory code will recognize 
and respond to such instructions, especially if they grow 
in number and type. 

• New uses for the minimum, maximum, and most likely 
value data fields are identified here, but require inven¬ 
tory code to be developed to recognize them as a part of 
parameterization. 

• Acceptable math notation and functions should be stan¬ 
dardized between datasets and inventory software, noting 
that while simple math notation (+, —, *, and /) is generally 
consistent between software and programming languages, 
more complicated functions can differ (e.g., an exponen¬ 
tial in excel can be represented as A A b but as pow (A,b) in 
Java as used in openLCA 13 ). 

• The acceptability and notation of Boolean logic and 
conditional statements should be clarified in parameter¬ 
ized dataset documentation to open the possibility of 
including more complex programming or representative 
pseudocode, similar to the if statements used herein. 

Within the context of the parameterization of uncertainty 
and the current availability of functions, Weidema et al. (2011) 
note that the choice of distribution has limited influence on the 
overall uncertainty of a product life cycle due to the aggrega¬ 
tion of large numbers of independent variables that will ap¬ 
proach a result with a normal distribution according to the 
Central Limit Theorem. However, we argue that parameteriza¬ 
tion allows the uncertainty in unit process data to be approx¬ 
imated according to the statistical distributions that are most 
appropriate to the data. As LCA moves into a phase in which 
uncertainty is better understood, it is likely that more LCAs 
will assess uncertainty, and it is, therefore, likely that situations 
in which the approximation methods matter will arise. Further, 
it has been our experience that data and models prepared for 
use in LCA have found uses in other areas of research. This 
leads us to believe that we have not conceived of the full set of 
assessments, life cycle and beyond, and that careful prepara¬ 
tion of our data can only improve their usefulness. 

The use of Smirnov transforms is generally applicable 
including use with a wide range of standard and nonstandard 


13 See http://www.openlca.org/documentation/index.php/Advanced 
functions. 
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probability distribution functions resulting from error propa¬ 
gated when combining data in small groups or large complex 
models (e.g., Monte Carlo results). It can be computationally 
efficient if the cumulative distribution function can be 
inverted, but may be too computationally expensive for some 
probability distributions in the unit process standard formats. 
Within this context the approximations used here provide only 
a starting place for additional research. 

Parameterization holds great promise for the preparation of 
LCA data, by adding transparency, enhancing the potential to 
represent process variants, and interpreting study results as well 
as in the representation of uncertainty. Although herein the use 
of parameterization is only explored within the context of unit 
process data, the parameterization of fate and transport data and 
formulas and impact assessment is also plausible. For example, 
including raw data representing environmental conditions for 
fate and transport modeling (temperature, precipitation, wind 
speed, soil type, and conditions) would be a valuable addition 
particularly when a large geographic area is being represented. 
Further, it would be of interest to include raw material abun¬ 
dance data, toxicity data from a variety of essays, etc. in the 
development of characterization factors. 

Current uses of parameterization only begin to take advan¬ 
tage of the true potential. As lists of available constants, 
operators, and functions become available and are extended, 
it is anticipated that additional capabilities will be discovered. 
Of particular interest are methods for representing temporal 
and geographic specificity within datasets, which are currently 
not supported in ELCD or the Digital Commons but are 
expected to be of interest. However, even as capabilities are 
added, the Commons database and likely others will ulti¬ 
mately include both parameterized and unparameterized unit 
process data. 
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